ATTENTION

Please read before beginning

Part Numbers: HO1270 (Bushing, Reducer, 27 SP x | 2™ F‘PT, PVC) and HO0S561 (Plug, 1.5 MPT,

PVC) have been discontinued and are no longer sent with installation kit.

Parts have been discontinued

and are not included.
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The following Parts are included but are not on Page 7 in A’Fua Genie Installation Instructions Brochure:

{
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#1: P/IN: HO5007SW:
Steel Wall Spacer Kit
Quantity: 1 Pack

#2: P/N: HO2931:
Cannister Plug
Quantity: 1 Pack

#3: P/IN: HO4037:
Vinyl Cap
Quantity: 1 Part

#4: P/N: HO4038:
Double-wire Clamp
Quantity: 1 Part

#5: P/N: J1010000:
Pressure Plate
Quantity: 1 Part



PRESSURE CHECK INSTRUCTIONS;

1. INSTALL PRESSURE PLATE BEYWEEN ORFICE PLATE AND
ORFICE GASKET ,
2, TORGQUE SCREWS TO 20 Ib.in.

* 3. INSTALL CAP & TENSION CLAMP ON §S FEEDER TUBE.

4. REMOVE CAP, TENSION CLAMP & PRESSURE PLATE
WHEN PRESSURE TEST IS COMPLETED.

| i be-conducted at 20 PSI.
Exceeding this significantly may reduce the life span of your Aquagenie.



