
    POLYMER OPEN POUR STEP ASSEMBLY 
INSTRUCTIONS MANUAL - 4 TREAD 

 
————————————————————————————————— 

 
How to reference parts from a Bill of Materials: 
 

● To find the parts needed for your step assembly you will need to match the number on the 
balloon to the correct item number. For an example refer to the HIGHLIGHTED boxes on fig. 
1 where ballon #1 is item number 1. 

 

 
FIG. 1 - FRONT PAGE OF ASSEMBLY 

 
 

BOLTS/NUT:        TEK SCREWS: 

      
Bolt Size: ⅜ - 16 x 1 ½ 
(BOLTS  ARE USED TO FINISH)      (TEK SCREWS ARE USED TO LOCATE) 
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————————————————————————————————— 

 
Step 1 - Before assembling the step mark up the panels for the locations of the treads and center 
braces. This will help with assembling the step. For an example refer to fig. 2 for panel markup. 
 

  
FIG. 2 - PANEL MARKUP FOR TREADS AND CENTER BRACES 

 
Step 2 - Attach the end adapters to the treads that will be going against the panel walls. You will need 
to use the tek screws for this step. For an example refer to fig. 2 for location of where to attach the end 
adapter to the tread. 
 

    
FIG. 2 - ATTACH THE END ADAPTER  TO THE TREAD    
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————————————————————————————————— 

 
Step 3 - Break out the center pieces to be used in a later step. For an example refer to fig. 3.A on the 
areas to take out the pieces. Then assemble the center supports by bolting the support fillers to 
connect parts A and B. For an example refer to fig. 3.B for assembly of center supports. 
 

  
FIG. 3.A - REMOVAL OF PARTS FROM CENTER SUPPORTS 

 

  
FIG. 3.B - ASSEMBLY OF CENTER SUPPORTS  
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Step 4 - Place the center supports where the wall panels were marked in Step 1. Don’t bolt the panels 
in place; instead use the tek screws in case parts need moved later. For an example refer to fig. 4 for 
placement of center supports. 
 

  
FIG. 4 - PLACEMENT OF CENTER SUPPORTS 
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————————————————————————————————— 

 
Step 5 - The center support for the open pour polymer must be placed inside the back slot of the 
tread(s). THE CENTER SUPPORT DOES NOT GO BETWEEN THE TREADS. Once the holes for both 
treads are aligned with a center support place the center pieces that were broken out in step 3 (they will 
be used in this step as flanges) on the opposite side of the tread wall from the center supports. Then 
bolt the parts together. For an example refer to fig. 5 for placement of the center support in the tread 
slots. 
 

   
FIG. 5 - CENTER SUPPORT IN THE POLYMER OPEN POUR TREAD 

 
Step 6 - Check the heights and widths of each tread. They must be at the dimensions provided on page 
1 of the step drawing. Then bolt it all together to lock everything in place. Refer to fig. 6 for example of 
heights and widths. 

 

  
FIG. 6 - HEIGHTS AND WIDTHS OF THE TREADS 
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Step 7 - Place the rebar onto the top slots of the center braces. Then fix the rebar in place with tie wire. 
For an example refer to fig. 7 for rebar placement and tie wire location. (USE SIZE 3 REBAR) 
 

     
FIG. 7 - REBAR AND WIRE TIE LOCATION 

 
Step 8 - Place 3 tek screws in the top of each tread; the screws do not need to be in a set location. This 
is to help lock the tread location into the concrete. Refer to fig. 8 for location of tek screws on top of the 
treads. 
 

  
FIG. 8 - TEK SCREWS IN TREAD 
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Step 9 - Peel off the back of the liner track to reveal the sticky side. Then place each strip starting at the 
side wall; the liner track runs all the way across each tread with the sticky side facing the tread. The 
strip should be at the same height as the top of each tread in front of it. (There are etched lines on the 
face of the panels for common riser heights.) For an example refer to the arrows in fig. 9 for liner track 
placement. Press down evenly so the liner track is firmly in place. (Liner track comes in 8’ strips; cut as 
needed) 
 

    
 

 
FIG. 9 - LINER TRACK ON POLYMER OPEN POUR TREAD 
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Step 10 - Repeat the previous steps until the step is finished. Refer to fig. 10 for an example of the 
finished assembly. 
 

 
FIG. 10 - FINISHED ASSEMBLY 
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Step 11 - When filling the step first place around 4in of concrete into the bottom of the step. Once the 

concrete is set, fill the step up with gravel around 4in below each tread. Then fill the remainder up with 

concrete. Refer to fig. 11 for an example of the step filling layers. 

 

     

 

 
FIG. 11 - STEP FILLER 

 

Step 12 - After the poured treads are cured, tear out the center of the liner track for liner installation. 

For an example refer to fig. 12 for tearing out the center. 

 

 
FIG. 12 - TEARING OUT CENTER OF LINER TRACK 
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SPECIFIC INSTRUCTIONS FOR BOTTOM RISER: 

 
If the bottom treads get cut instead of digging deeper; the smaller side adapter is required on the 
bottom tread.  
 

NORMAL     SMALLER 

     
(PART # 00043394)    (PART # 00043395) 

 
 

SPECIFIC INSTRUCTIONS FOR TREAD WIDTHS: 
 
If treads need to be cut, regular tools will cut them. If the treads are cut on a flange, trim the excess off. 
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SPECIFIC INSTRUCTIONS FOR TRIMMED BOTTOM RISER: 

 
If the bottom riser is trimmed to the bottom of the panels; the flange on the bottom needs trimmed out of 
the way to fit the smaller side adapter (part # 00043395). 
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